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Stock Poly-V Belts

Table No. 1               Stock “J” Poly-V Belts

Pitch 

Length

NUMBER OF RIBS AND BELT WIDTH

4 — 3/8” 6 — 9/16” 10 — 15/16 16 — 1 1/2

Part  
No.

Wt. 

Lbs.

Part  
No.

Wt. 

Lbs.

Part  
No.

Wt. 

Lbs.

Part  
No.

Wt. 

Lbs.

18.0” 180J4 .04 180J6 .06 180J10 .09 180J16 .15
19.0 190J4 .04 190J6 .06 190J10 .10 190J16 .16
20.0 200J4 .04 200J6 .06 200J10 .10 200J16 .16
22.0 220J4 .05 220J6 .07 220J10 .11 220J16 .18
24.0 240J4 .05 240J6 .07 240J10 .12 240J16 .20

26.0 260J4 .06 260J6 .08 260J10 .13 260J16 .21
28.0 280J4 .06 280J6 .09 280J10 .14 280J16 .23
30.0 300J4 .06 300J6 .09 300J10 .15 300J16 .25
32.0 320J4 .06 320J6 .10 320J10 .16 320J16 .26
34.0 340J4 .06 340J6 .10 340J10 .17 340J16 .28

36.0 360J4 .07 360J6 .11 360J10 .18 360J16 .30
38.0 380J4 .08 380J6 .12 380J10 .20 380J16 .31
40.0 400J4 .08 400J6 .12 400J10 .21 400J16 .33
43.0 430J4 .09 430J6 .13 430J10 .22 430J16 .35
46.0 460J4 .09 460J6 .14 460J10 .24 460J16 .38
49.0 490J4 .10 490J6 .15 490J10 .25 490J16 .40

52.0 520J4 .11 520J6 .16 520J10 .27 520J16 .43
55.0 550J4 .11 550J6 .17 550J10 .28 550J16 .45
58.0 580J4 .12 580J6 .18 580J10 .30 580J16 .48
61.0 610J4 .13 610J6 .19 610J10 .31 610J16 .50
65.0 650J4 .13 650J6 .20 650J10 .33 650J16 .53
69.0 690J4 .14 690J6 .21 690J10 .35 690J16 .57

73.0 730J4 .15 730J6 .22 730J10 .37 730J16 .60
77.0 770J4 .16 770J6 .24 770J10 .40 770J16 .63
82.0 820J4 .17 820J6 .25 820J10 .42 820J16 .67
87.0 870J4 .18 870J6 .27 870J10 .45 870J16 .71
92.0 920J4 .19 920J6 .28 920J10 .47 920J16 .75
98.0 980J4 .20 980J6 .30 980J10 .50 980J16 .80

Table No. 3                                                            Stock “M” Poly-V Belts

Pitch 

Length

NUMBER OF RIBS AND BELT WIDTH

6 = 2 1/4” 8 = 3” 10 = 3 3/4” 12 = 4 1/2 14 = 5 1/4” 16 = 6” 20 = 7 1/2

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.
90.0” 900M6 4.6 900M8 6.1 900M10 7.8 900M12 9.5 900M14 11.3 900M16 12.0 900M20 14.8

94.0 940M6 4.9 940M8 5.8 940M10 8.0 940M12 10.5 940M14 12.1 940M16 12.4 940M20 15.0

99.0 990M6 5.5 990M8 6.6 990M10 8.5 990M12 11.4 990M14 12.8 990M16 14.0 990M20 17.8

106.0 1060M6 5.5 1060M8 7.5 1060M10 8.7 1060M12 11.1 1060M14 13.5 1060M16 14.9 1060M20 18.5

115.0 1150M6 6.0 1150M8 8.4 1150M10 9.9 1150M12 12.0 1150M14 14.0 1150M16 15.8 1150M20 20.1

118.5 1185M6 6.3 1185M8 8.5 1185M10 10.1 1185M12 12.6 1185M14 14.8 1185M16 15.9 1185M20 21.3

123.0 1230M6 6.6 1230M8 8.4 1230M10 10.5 1230M12 12.7 1230M14 14.8 1230M16 17.3 1230M20 20.5

131.0 1310M6 6.8 1310M8 9.4 1310M10 11.0 1310M12 14.4 1310M14 15.5 1310M16 18.4 1310M20 21.8

139.0 1390M6 6.8 1390M8 9.3 1390M10 11.3 1390M12 14.1 1390M14 16.0 1390M16 18.8 1390M20 23.5

147.0 1470M6 7.1 1470M8 10.4 1470M10 12.0 1470M12 15.2 1470M14 17.5 1470M16 21.4 1470M20 23.4

161.0 1610M6 8.0 1610M8 11.1 1610M10 14.3 1610M12 17.3 1610M14 20.1 1610M16 21.8 1610M20 25.4

176.0 1760M6 9.5 1760M8 12.4 1760M10 15.6 1760M12 17.3 1760M14 21.8 1760M16 22.6 1760M20 32.2
183.0 1830M6 10.3 1830M8 13.0 1830M10 15.1 1830M12 19.3 1830M14 21.5 1830M16 25.0 1830M20 30.8
198.0 1980M6 10.5 1980M8 13.0 1980M10 17.1 1980M12 20.0 1980M14 24.8 1980M16 27.6 1980M20 32.8

Table No. 2                                                            Stock “L” Poly-V Belts

Pitch  

Length

NUMBER OF RIBS AND BELT WIDTH

6 = 1 1/8” 8 = 1 1/2” 10 = 1 7/8” 12 = 2 1/4” 14 = 2 5/8” 16 = 3” 20 = 3 3/4”

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.

Part  

No.

Wt.  

Lbs.

50.0” 500L6 .6 500L8 1.1 500L10 1.3 500L12 1.5 500L14 1.8 500L16 2.1 500L20 2.5
54.0 540L6 .9 540L8 1.0 540L10 1.4 540L12 1.8 540L14 2.3 540L16 2.3 540L20 2.7
56.0 560L6 .9 560L8 1.3 560L10 1.4 560L12 1.6 560L14 2.1 560L16 2.4 560L20 2.9
61.5 615L6 1.0 615L8 1.3 615L10 1.4 615L12 1.9 615L14 2.4 615L16 2.3 615L20 3.2
65.5 655L6 1.0 655L8 1.4 655L10 1.8 655L12 2.1 655L14 2.4 655L16 2.6 655L20 3.6

69.5 695L6 1.1 695L8 1.5 695L10 1.6 695L12 2.4 695L14 2.5 695L16 3.2 695L20 3.4
72.5 725L6 1.0 725L8 1.6 725L10 2.0 725L12 2.3 725L14 2.4 725L16 3.0 725L20 3.9
76.5 765L6 1.3 765L8 1.6 765L10 1.9 765L12 2.4 765L14 3.0 765L16 2.9 765L20 4.3
78.0 780L6 1.3 780L8 1.4 780L10 1.9 780L12 2.4 780L14 2.9 780L16 3.3 780L20 4.1
81.5 815L6 1.3 815L8 1.9 815L10 2.1 815L12 2.8 815L14 3.1 815L16 3.4 815L20 4.5

84.0 840L6 1.4 840L8 1.8 840L10 2.3 840L12 2.5 840L14 3.1 840L16 3.8 840L20 4.2
86.5 865L6 1.3 865L8 1.9 865L10 2.3 865L12 2.6 865L14 3.4 865L16 3.4 865L20 4.6
91.5 915L6 1.5 915L8 2.1 915L10 2.6 915L12 3.0 915L14 3.6 915L16 4.4 915L20 4.9
97.5 975L6 1.6 975L8 2.3 975L10 2.7 975L12 3.1 975L14 3.8 975L16 4.1 975L20 5.6
99.0 990L6 2.0 990L8 2.0 990L10 2.6 990L12 3.2 990L14 3.6 990L16 4.0 990L20 5.4

106.5 1065L6 1.8 1065L8 2.3 1065L10 2.8 1065L12 3.7 1065L14 3.9 1065L16 5.0 1065L20 5.9

112.0 1120L6 1.7 1120L8 2.3 1120L10 3.1 1120L12 3.9 1120L14 4.3 1120L16 4.9 1120L20 6.6
115.0 1150L6 1.8 1150L8 2.7 1150L10 3.4 1150L12 3.6 1150L14 4.2 1150L16 5.2 1150L20 6.4
121.5 1215L6 2.1 1215L8 2.4 1215L10 3.2 1215L12 4.4 1215L14 4.7 1215L16 5.6 1215L20 6.9
129.5 1295L6 2.1 1295L8 2.8 1295L10 3.5 1295L12 3.9 1295L14 4.6 1295L16 5.7 1295L20 6.6
131.0 1310L6 2.0 1310L8 2.7 1310L10 3.6 1310L12 4.3 1310L14 4.4 1310L16 4.8 1310L20 7.0
145.5 1455L6 2.4 1455L8 3.5 1455L10 4.4 1455L12 4.9 1455L14 5.5 1455L16 6.6 1455L20 8.1

THREE CROSS SECTIONS

      “J” — 3/32” Rib Spacing 
     “L” — 3/16” Rib Spacing 

“M” — 3/8” Rib Spacing 
OIL AND HEAT RESISTANT

These Stock Belts are not Static Con-
ducting, but Static Conducting Belts 
can be furnished on special order.


