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GT1-LCB

GT2-LCB

M16 x 2
M18 x 2,5
M20 x 2,5
M24 x 3
M27 x 3

M30 x 3,5
⅝"- 11un

¾"- 10un

⅞"- 9un

1"- 8un

1⅛"- 8un

M30 x 3,5
M33 x 3,5
M36 x 4
M39 x 4
1⅛"- 8un

1¼"- 8un

1⅜"- 8un

1½"- 8un

GT1PM-NRS01620
GT1PM-NRS01825
GT1PM-NRS02025
GT1PM-NRS02430
GT1PM-NRS02730
GT1PM-NRS03035
GT1P-NRS0625U11
GT1P-NRS0750U10
GT1P-NRS0875U09
GT1P-NRS1000U08
GT1P-NRS1125U08
GT2PM-NRS03035
GT2PM-NRS03335
GT2PM-NRS03640
GT2PM-NRS03940
GT2P-NRS1125U08
GT2P-NRS1250U08
GT2P-NRS1375U08
GT2P-NRS1500U08

 78

• Seven load cells from ⅝" to 4" or from M16 to M105
• Twin ports for quick connection of multiple tools
• Only one size of bridge per size of load cell
• Detachable and rotational bridge simplifies tool positioning
• Full bridge window – increased access to socket
• Captive socket – eliminates falling object risk
• Piston stroke indicator
• Black surface treatment protects against corrosion
• Anti-slip grip for more secure handling
• Universal and multi-use tool

GT-Series Topside Bolt Tensioners

Accurate & Reliable
Extreme Performance
Bolt Tensioner

How to Order

 To provide maximum flexibility 
Load Cell and Bridges are 
ordered separately from 
Adaptor Kits. 

Example, to order a complete tensioner 
for a M36 x 4 threaded bolt order:
1 x Load Cell and Bridge: GT2-LCB
1 x Adaptor Kit: GT2PM-NRS03640

Load Cell
and Bridge
Model 
Number*

Thread 
Size

Cylinder
Effective

Area

(in2)

Maximum
Load

Capacity

(ton)

Dimensions
(in)

Adaptor
Kit

Weight

(lbs)

Load Cell
and 

Bridge 
Weight

(lbs)

Adaptor Kit
Model Number

min. min.

GT-Series, Topside Bolt Tensioners

Tensioning Pumps, Hoses 
and Couplers

 High-pressure pumps, 
hoses and fittings matched 
for use with the Enerpac 
Bolt Tensioners. 

See enerpac.com Page:  

*  Tommy bar is included with Load Cell
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