
 

 

FlameGuard® CPVC Fire Sprinkler Products
FlameGuard® CPVC Fire Sprinkler Piping Products

 

Part Number Size Std 
Pk

Mstr 
Ctn

Disc
Code

Price
Each

Female Sprinkler Head Adapter - Brass Thread Insert 
Style with Long Body (continued)
Socket x FIPT
Not intended to convey or dispense water for human consumption through drinking or 
cooking

Female Sprinkler Head Adapter - Brass Thread 
Insert Style with Positioning Ring 
Socket x FIPT
R4235-101 3/4X1/2 50 0 076 9.46
Not intended to convey or dispense water for human consumption through drinking or 
cooking

Female Sprinkler Head Adapter - Special 
Reinforced Plastic Thread Style with 
Positioning Ring 
Socket x SR FIPT - Stainless Steel Collar
R4235-101SR 3/4X1/2 25 300 076 5.67
TorqueSafe™ Female Spigot Sprinkler Head 
Adapters - Gasket Sealed Brass Thread Insert 
Style 
Spigot x Gasket FIPT x Socket With Elastomer Seal - Use 
NO Thread Sealant
4238-101 G 3/4X1/2 50 0 076 9.46
4238-130 G 1X1/2 50 0 076 10.10
FIPT With Elastomer Seal - Use NO Thread Sealant 
 
Not intended to convey or dispense water for human consumption through drinking or 
cooking

Spigot Female Sprinkler Head Adapters - 
Brass Thread Insert Style 
Spigot x FIPT
4238-101 3/4X1/2 50 0 076 9.46
4238-130 1X1/2 50 0 076 10.10
Not intended to convey or dispense water for human consumption through drinking or 
cooking

TorqueSafe™ Bushing - Gasket Sealed Brass 
Thread Insert Style 
Spigot x Gasket FIPT With Elastomer Seal - Use NO Thread 
Sealant
4238-130BR G 1X1/2 50 300 076 13.07
Not intended to convey or dispense water for human consumption through drinking or 
cooking

Bushing - with Brass Thread Insert 
Spigot x FIPT

4238-130BR 1X1/2 50 300 076 13.07
Not intended to convey or dispense water for human consumption through drinking or 
cooking

Spigot Female Sprinkler Head Adapters - 
Special Reinforced Plastic Threaded Style 
Spigot x SR FIPT - Stainless Steel Collar
4238-101SR 3/4X1/2 50 400 076 5.02
4238-130SR 1X1/2 50 0 076 5.43

Adjustable Sprinkler Head Adapters - Special 
Reinforced Plastic Thread Style 
Socket x SR FIPT - Zinc Collar
42001SR 3/4X1/2 12 0 076 12.82
42011SR 1X1/2 12 0 076 12.82
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Adjustable Sprinkler Head Adapters - Special 
Reinforced Plastic Thread Style 
Spigot x SR FIPT - Zinc Collar
42004SR 3/4X1/2 12 0 076 12.82
42014SR 1X1/2 12 0 076 12.82

Reducer Bushing - Flush Style 
Spigot x Socket

4237-131 1X3/4 50 700 070 1.98
4237-167 1-1/4X3/4 25 200 070 3.11
4237-168 1-1/4X1 25 350 070 3.11
4237-210 1-1/2X3/4 25 125 070 3.50
4237-211 1-1/2X1 25 150 070 3.50
4237-212 1-1/2X1-1/4 25 300 070 3.50
4237-248 2X3/4 10 160 070 5.13
4237-249 2X1 10 160 070 5.13
4237-250 2X1-1/4 10 160 070 5.13
4237-251 2X1-1/2 10 160 070 5.13
4237-290 2-1/2X1-1/4 10 0 070 8.87
4237-291 2-1/2X1-1/2 10 0 070 8.87
4237-292 2-1/2X2 15 0 070 8.87
4237-338 3X2 10 0 070 13.28
4237-339 3X2-1/2 10 0 070 13.28

Cap 
Socket

4247-007 3/4 25 400 070 1.54
4247-010 1 25 450 070 2.22
4247-012 1-1/4 10 120 070 3.50
4247-015 1-1/2 10 160 070 4.85
4247-020 2 10 60 070 7.39
4247-025 2-1/2 5 40 070 10.49
4247-030 3 5 0 070 17.16

Test Plug - O-ring Sealed 
MIPT - For Pressure Testing Only. NOT for use with Z4235 
Series or Gasket Sealed Adapters
FTP-005 1/2 50 400 079 1.69
DO NOT use with Tape or Paste thread sealants

Test Plug Replacement O-ring 
Buna-N, For O-ring Sealed Test Plug Only

B-116 116 100 0 901 .11
For Use With FTP-005 Test Plug

Test Plug for TorqueSafe™ Gasket Sealed 
Head Adapters 
MIPT - For Pressure Testing Only. Use ONLY with Gasket 
Sealed Head Adapters
FTP-005GS 1/2 50 400 079 1.69

Test Plug - White PVC 
MIPT - For Pressure Testing Only

4250-005 1/2 50 400 070 1.67
Requires use of a thread sealant

Flange 
Socket - 4 Bolt Holes - 175 lb.

4251-007 3/4 25 0 070 5.50
4251-010 1 15 0 070 7.31
4251-012 1-1/4 15 0 070 9.41
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