
 

 

Schedule 40 Fittings & Accessories
Pipe Flanges & Flange Bolt Kits

 
Pipe Flanges

Part Number Size Std 
Pk

Mstr 
Ctn

Disc
Code

Price
Each

Flange Van Stone Style with PVC Ring (continued)
ASTM Soc x Multi-bolt Pattern Ring
* Hubs fit 2", 6" and 8" ASTM IPS pipe. Rings are manufactured to accept bolt patterns in 
size 2", 6" and 8" in ANSI Class 150, B.S. 4504 NP10 B.S. 4504 NP16 (except 8"), B.S. 10 
Table D and B.S. 10 Table E. Consult Spears® Manufacturing Company Technical 
Services for additional information. Not for use with wafer valves. 

Flange Van Stone Style with Glass Filled PVC 
Ring 
ASTM Soc x Multi-bolt Pattern Ring
150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
M854-060 6 5 0 080 97.24
M854-080 8 2 0 080 158.35
* Hubs fit 2", 6" and 8" ASTM IPS pipe. Rings are manufactured to accept bolt patterns in 
size 2", 6" and 8" in ANSI Class 150, B.S. 4504 NP10 B.S. 4504 NP16 (except 8"), B.S. 10 
Table D and B.S. 10 Table E. Consult Spears® Manufacturing Company Technical 
Services for additional information. Not for use with wafer valves. 

Flange Van Stone Style with PVC Ring 
ASTM Spig x Multi-bolt Pattern Ring

150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
M856-020 2 10 0 080 28.85
* Spigots fit 2", 6" and 8" ASTM IPS fitting socket. Rings are manufactured to accept bolt 
patterns in size 2", 6" and 8" in ANSI Class 150, B.S. 4504 NP10 B.S. 4504 NP16 (except 
8"), B.S. 10 Table D and B.S. 10 Table E. Consult Spears® Manufacturing Company 
Technical Services for additional information. Not for use with wafer valves.

Flange Van Stone Style with Glass Filled PVC 
Ring 
ASTM Spig x Multi-bolt Pattern Ring
150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
M856-060 6 4 0 080 98.04
M856-080 8 2 0 080 159.54
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Flange Van Stone Style with Glass Filled PVC Ring 
(continued)
ASTM Spig x Multi-bolt Pattern Ring
* Spigots fit 2", 6" and 8" ASTM IPS fitting socket. Rings are manufactured to accept bolt 
patterns in size 2", 6" and 8" in ANSI Class 150, B.S. 4504 NP10 B.S. 4504 NP16 (except 
8"), B.S. 10 Table D and B.S. 10 Table E. Consult Spears® Manufacturing Company 
Technical Services for additional information. Not for use with wafer valves. 

Flange Van Stone Style with PVC Ring 
Fipt

150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
855-005 1/2 25 0 080 20.55
855-007 3/4 25 0 080 24.11
855-010 1 15 0 080 26.37
855-012 1-1/4 15 0 080 36.35
855-015 1-1/2 20 0 080 39.70
855-020 2 10 0 080 40.62
855-025 2-1/2 10 0 080 93.38

Flange Van Stone Style with Glass Filled PVC 
Ring 
Fipt
150 psi Maximum Internal Pressure Rating @ 73°F (23°C)
855-030 3 10 0 080 96.05
855-040 4 5 0 080 174.64
855-060 6 1 4 080 274.64
855-060F 6 1 4 083 244.12
855-080 8 2 0 080 340.33
855-080F 8 1 2 083 302.88
855-100F 10 1 2 083 341.23

Flange Bolt Kits
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Bolt Kit Selection Guide 
Order Gaskets & Bolt Kits Separately 
• Kit Contains All Bolts, Nuts, & Flat Washers for Specified Flange Size
• For Connecting Two (2) Mating Spears® Flanges 
• Pre-coated, Anti-seize Lubricated Bolts 
• Available in Zinc Coated Steel, Type 304 Stainless Steel or Type 316
Stainless Steel

 

Zinc Plated Steel Flange Bolt Hardware Kits 
For Connection of 2-Spears® Flanges Inlcudes Bolts, Nuts 
& Flat Washers
HK-005 1/2 1 10 017 9.53
HK-010 3/4 & 1 1 10 017 11.91
HK-015 1-1/4 & 1-1/2 1 10 017 17.91
HK-020 2 1 10 017 23.97
HK-025 2-1/2 1 10 017 28.74
HK-030 3 1 10 017 33.07
HK-040 4 1 5 017 68.51
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